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Description


An 80gsm two side coated tag paper which is manufactured  with 100% post-consumer  recycled pulp .This paper is also manufactured without the use of  bleach or optical brightening agents.





Application


Ideal for marking and tag applications that require good contrast and high definition print. This paper has been awarded the NAPM recycled and Blue Angel recycled mark.


Printing


Suitable for Thermal Transfer printing with many printer/ribbon combinations. The smooth high quality surface is ideally suited for pre-printing by a variety of methods.








The above technical information, statements and recommendations are based upon tests believed to be reliable but do not constitute a guarantee or warranty. All Smith & McLaurin products are warranted to be free of defects in material or workmanship for a period of one year from date of shipment. In no way will Smith & McLaurin be responsible for claims beyond the replacement value of the defective product or in any way liable or responsible for consequential or incidental damage. 





No express warranties and no implied warranties, whether of merchantability or fitness for any particular use, or otherwise, except as set forth above (which is made expressly in lieu of all other warranties) shall apply to products sold by Smith & McLaurin. Smith �& McLaurin specifically disclaims and excludes all other such warranties. No waiver, alteration, addition or modification of the foregoing conditions shall be valid unless made in writing and signed by a director of �Smith & McLaurin.





Warranty








 Face�
 Unit�
 Typical   


 Value�
 Test


 Method�
�
Substance


�
GSM�
  80 ± 5%�
TAPPI 410�
�
Caliper


�
Micron�
76 ± 5%�
TAPPI 411�
�















Transfer Tag ReEco 80











