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	Adhesive
	     Unit
	Typical

Value
	Test

Method

	Peel 
Adhesion
	N/25mm
	14 
to glass
	FINAT 1

	Loop 
tack
	N/25mm
	10 
to glass
	FINAT 9

	Service 
Temp
	°C
	-40 to 70
	----

	Application Temp


	°C
	0
	----


	Backing

Liner
	     Unit
	Typical

Value
	Test

Method

	Substance
	GSM
	62 ± 5 %
	TAPPI 410

	Caliper


	Micron
	55 ± 7 %
	TAPPI 411
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Description


A 60gsm gloss white fully compostable film, laminated with a high tack ,permanent acrylic adhesive to a glassine release liner.





Application


White Cello  is a high performance filmic face stock manufactured from regenerated cellulose .This film is biodegradable and compostable in accordance with EN13432 and also carries the OK Home Compost certification. Ideal for labeling compostable food packaging constructions.


CP100 is a tackified  acrylic adhesive designed to give high tack and adhesion to both polar and non-polar substrates.CP100 should be used when labelling difficult substrates such as polyethylene and carton board.


WG6 is a 62 gram white glassine liner suitable for use where there is automatic label registration or dispensing.





Printing


Suitable for Thermal Transfer printing with many printer/ribbon combinations. The smooth high quality surface is ideally suited for pre-printing by flexo and rotogravure. Nitrocellulose based inks and water based inks are suitable,please consult your ink supplier for further detail.


For best results in-line corona treatment is required.The face material is heat sensitive ,therefore drying temperature should be minimised and air flow maximised.








The above technical information, statements and recommendations are based upon tests believed to be reliable but do not constitute a guarantee or warranty. All Smith & McLaurin products are warranted to be free of defects in material or workmanship for a period of one year from date of shipment. In no way will Smith & McLaurin be responsible for claims beyond the replacement value of the defective product or in any way liable or responsible for consequential or incidental damage. 





No express warranties and no implied warranties, whether of merchantability or fitness for any particular use, or otherwise, except as set forth above (which is made expressly in lieu of all other warranties) shall apply to products sold by Smith & McLaurin. Smith �& McLaurin specifically disclaims and excludes all other such warranties. No waiver, alteration, addition or modification of the foregoing conditions shall be valid unless made in writing and signed by a director of �Smith & McLaurin.





Warranty








Face�
     Unit�
Typical


Value�
Test


Method�
�
Substance�
GSM�
60 ± 8%�
TAPPI 410�
�
Caliper�
Micron�
44 ± 8%�
TAPPI 411�
�















White Cello/CP100/WG6











